
Input
Voltage 

Current Draw 
12VDC or 24VDC operation.
15mA.

1A/120VAC or 2A/28VDC DPDT contacts.

Physical and Environmental
Dimensions (L x W x H) 

  2.75” x 2” x 1” (69.85mm x 50.08mm x 25.4mm). 
Product Weight 0.15 lbs. (0.06 kg). Shipping 
Weight 0.25 lbs. (0.11 kg).  Temperature

Specifications

RBSN
Relay Module
Description
EntraPass RBSN relay is designed for continuous duty.

This rugged and dependable relay will handle any switching application.

ST1
Snap Track
Overview

Snap track for models: RB5, RB1224, RBSN, RBST and RB30.

Dimensions 
(H x W x D approximate)

3.0” x 2.875” x 0.64” (76.2mm) (73.02mm) 16.3mm

Weights (approximate):

Product Weight: 0.1 Lbs (0.045 kg)
Shipping Weight: 0.1 Lbs (0.045 kg)

www.TURNSTILES.us / www.entrapass.com / 8641 S. Warhawk Road, Conifer, CO 80433 / 303-670-1099 

www.TURNSTILES.us / www.entrapass.com / 8641 S. Warhawk Road, Conifer, CO 80433 / 303-670-1099


